IMPORTANT:

THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL
NOTES MD 104.00-01
STANDARD DETAILS MD 104.01-01 -
MD 104.01-62

NOTES:

* THE ENGINEER MAY REOQUIRE WIDER
LANE WIDTHS AS NECESSARY, THIS
MAY NECESSITATE A SHIFT IN THE
PAVEMENT MARKING LINES.

SHOULDER CLOSED, NO PULL OFF
AREA, AND PULL OFF AREA SIGNS
SHALL BE MOUNTED ON THE SIDE
OF THE ROADWAY WHERE THE
SHOULDER IS AFFECTED. USAGE OF
THESE SIGNS ON THE OPPOSITE
SIDE OF DIVIDED HIGHWAYS IS
OPTIONAL. MOUNT ALL OTHER
SIGNS ON BOTH SIDES OF THE
WORK-AFFECTED ROADWAY ON
DIVIDED HIGHWAYS.

ON TWO-LANE, TWO-WAY ROADWAYS,
FOR THE OPPOSITE APPROACH,
MOUNT A °"ROAD WORK AHEAD" SIGN
1000 FEET IN ADVANCE OF WORK
AREA. ALSO, MOUNT AN °"END ROAD
WORK*" SIGN 500 FEET PAST THE
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TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

ON TWO-LANE, TWO-WAY ROADWAYS,
FLARE AND PROTECT BARRIER
AS SHOWN BELOW.

END
ROAD WORK

EXCAVATION GREATER THAN 5*°

TYPE 3 OBJECT MARKER (VP-I, WHITE/ORANGE)

SEE STANDARD NO. MD 104.01-23
FOR PROTECTION AND TREATMENT
OF BARRIER FLARE SECTION.
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